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Chapter 1 
Introduction



History of the document

Introduction

The table below lists the history of the Océ Connectivity Manual for Macintosh environment from
its version 2012-10.

Version Topic What's new?

2013-08 Printers Support of new printers:
• Océ PlotWave 340/360
• Océ PlotWave 750

Support of new printer versions:
• Océ ColorWave 650 R3
• Océ PlotWave 900 R2

Compatibility Applies to Mac OS X up to the version 10.8

2012-10 Document structure New organization of the Connectivity Manual.
This manual is now dedicated to Macintosh OS
only.

History of the document
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Introduction for the reader

Introduction

The Océ Macintosh Connectivity Manual describes how to setup the Océ controller in order to
make it work in a Macintosh environment.

The first chapter gives an introduction to the protocols, connections and printing solutions for the
Océ Large Format Printing Systems.

Then, according to the printing configuration you want to define, consult the proper chapter.

Scope of this document

Topic Description

Operating system Only the Macintosh OS X environment is covered in this docu-
ment. If you need the procedures for the previous versions of the
Macintosh operating systems, refer to the generic Océ WFPS Con-
nectivity Manual, edition 2008-06.

Printers The procedures of the present document apply to the Océ TDS,
TCS, ColorWave and PlotWave printing systems.

Printer driver To print from the Océ wide format technical documents systems,
you must use the Océ Adobe® PostScript® 3™ Driver. You can
download the latest version from this web page: "http://glob-
al.oce.com/products/wfps-drivers/downloads.aspx"

Scan-to-File to a Mac OS X computer

From your printing system, you can also scan a file and send it to a Windows workstation.

Refer to the Océ LF Systems Connectivity Manual for Scan-to-File.

List of abbreviations

Abbreviation Full expression

CW ColorWave

LAN Local Area Network

PS3 Océ printer driver for Adobe® PostScript® 3™ - also known as Océ
PostScript® 3™ driver

PW PlotWave

TCS Technical Colour System

TDS Technical Document System

TDS7x0 Océ TDS700 and Océ TDS750

Introduction for the reader
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Supported transport and printing protocols

Before you begin

To connect a Macintosh computer to an Océ wide format printing system, you must use the TCP/
IP protocol in a peer to peer configuration.

NOTE
The TCP/IP protocol is active by default on the Mac OS X.

Refer to your Macintosh User Guide to check the TCP/IP protocol.

The Océ Wide-Format Printing Systems support the following transport and printing protocols:

Océ system Transport protocols Printing protocols

Océ TDS (all) • TCP/IP • LPD
• FTP

Océ TCS (all)

Océ ColorWave (all) • TCP/IP • LPR
• FTP

Océ PlotWave (all)

Supported transport and printing protocols
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Physical connections
With the Océ TDS/TCS systems, as well as with the Océ ColorWave/PlotWave systems, the
following network boards are available:
• Standard: Ethernet (UTP) 10Mb/s, 100Mb/s and 1Gb/s with RJ45 connector

Physical connections
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Peer to peer configuration

Definition

In this configuration, the client workstation is directly connected to the print system (controller).

Recommended for small LANs.

Illustration

Attributes

Explanation of the above scheme:
• (1) is the method to apply for the printer driver installation (see the User Manual of the printer

drivers).

• (2) Océ recommended connection to the print system.
It is compatible with the ‘High’, 'Medium/High' and ‘Medium’ security levels.

NOTE
The 'Medium/High' security level is only available on the Océ PlotWave 750/900 systems. The
'Medium' and the 'High' security levels are available for all the Océ TDS/TCS/PW/CW systems.
The Océ ColorWave 550/6x0, and the Océ PlotWave 340/360 systems, systems have no security
level.

• (3) Not recommended because:
- the printer driver installation is more complicated,
- it is not compliant with the ‘High’, 'Medium/High' and ‘Medium’ security levels.

NOTE
The 'Medium/High' security level is only available on the Océ PlotWave 750/900 systems. The
'Medium' and the 'High' security levels are available for all the Océ TDS/TCS/PW/CW systems.
The Océ ColorWave 550/6x0, and the Océ PlotWave 340/360 systems, systems have no security
level.

• (4) SMB ‘Point and Print’ is not recommended by Océ because the driver upgrade is not
possible on the TDS/TCS print system or on the workstation.

NOTE
SMB ‘Point and Print’ is not available on the Océ TCS500, Océ TCS300, Océ TDS7x0, Océ
TDS450, the Océ ColorWave and Océ PlotWave print systems.

Peer to peer configuration
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Chapter 2 
Configure the print system
controller



Configure the TCP/IP settings

Configure the TCP/IP settings of the print system controller

Introduction

The procedures described in this section explain how to edit the TCP/IP settings of the Océ Wide
Format printing systems:
• at network integration after the first installation (only for Océ TCS300 and Océ ColorWave/

PlotWave printers, except Océ PW750/900).
• when already installed and integrated in the network.

Configure the TCP/IP settings

The configuration of the TCP/IP settings changes according to your printer model.

Use the next table to navigate to the procedure you need.

If your printer is an Then refer to this procedure

Océ TDS/TCS - except Océ TCS300 • Configure the TCP/IP settings in a network configura-
tion by DHCP on page 29
or

• Configure the TCP/IP settings in a network configura-
tion with a fixed IP-address on page 41

Océ PlotWave 750/900 R2 • Configure TCP/IP settings in a network configuration
by DHCP on page 27
or

• Configure TCP/IP settings in a network configuration
with a fixed IP-address on page 39

Océ TCS300 or another Océ Color-
Wave/PlotWave

Configure the TCP/IP settings: prepare the configuration
for a first installation on page 15

NOTE
To know the your network configuration type, see: Get to know the type of TCP/IP network on
page 17.

IMPORTANT
The preparation of the configuration is only described for the Océ TCS300 and Océ ColorWave/
PlotWave printers (except the Océ PlotWave 750/900).
For the Océ TDS/TCS systems, and for the Océ PlotWave 750/900, contact your Océ
representative if needed. An Océ technician must prepare the configuration.

Configure the TCP/IP settings
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Configure the TCP/IP settings: prepare the configuration for a first
installation

Before you begin

IMPORTANT
The preparation of the configuration is only described for the Océ TCS300 and Océ ColorWave/
PlotWave printers (except the Océ PlotWave 750/900).
For the Océ TDS/TCS systems, and for the Océ PlotWave 750/900, contact your Océ
representative if needed. An Océ technician must prepare the configuration.

Before you configure the TCP/IP settings on an Océ TCS300 or an Océ ColorWave or PlotWave
printer, you must:
• know if a Media Access Control (MAC) address filtering is present
• know the type of TCP/IP network
• check the connectivity according to the type of TCP/IP network (if not known)

Check the MAC address filtering

Procedure

1. You must know if a MAC address filtering is implemented in the network where the printing
system is to be integrated.

If Then

yes The network administrator MUST declare the Océ system MAC ad-
dress within the network.
You cannot perform the configuration and you cannot use the Océ
printing system in the network without a declaration of the MAC
address where a MAC address filtering is implemented.

no Go on with the next check.

you don't know Ask the network administrator.

Configure the TCP/IP settings: prepare the configuration for a first installation
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Check the type of TCP/IP network

Procedure

1. You must know if the network where the Océ printing system is to be integrated uses fixed IP
addresses or a DHCP reservation system.

If the network uses Then

fixed IP address to configure the TCP/IP settings of your printing system, see:
Manual configuration with a fixed IP address on page 31

by DHCP Make sure an IP address is reserved.
to configure the TCP/IP settings of your printing system, see:
Automatic network configuration by DHCP on page 20

you don't know Get to know the type of TCP/IP network.
See the next procedure: Get to know the type of TCP/IP network on
page 17

Check the type of TCP/IP network
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Get to know the type of TCP/IP network

When to do

The next procedure apply to the Océ TCS300, to all the Océ ColorWave systems, and to the Océ
PlotWave systems, except the Océ PlotWave 750/900.

For the Océ PlotWave 750/900, an Océ technician must prepare the configuration.

Procedure

1. Get an IP address assigned by DHCP. 
To do so, refer, in one of the next tables, to the procedure that corresponds to your print system.

How to get the IP address with the Printer Control Panel (Océ ColorWave 550/650 R3 and Océ PlotWave 340/360)

Step Océ PlotWave 340/360 Océ ColorWave 550/650 R3.x

1 From the user Panel, select 'Océ PlotWave
3x0' - 'Network settings'.

From the user Panel, select 'System' -
'Setup' - 'Network settings'.

2 Click 'Edit' to start the Wizard. Click 'Next' twice to start the Wizard.

3 Select:
• the IP protocol 'IPv4'
• the IP address 'Auto by DHCP'
•
the network speed 'Auto'

Select:
• 'Speed', then 'Auto negotiation'
• 'Auto Detect (IPv4 only)', then 'Next'

4 Wait until the network settings are acquired. Then finish the Wizard.

5 Restart the printer.

6 Repeat step 1.

7 Check the IP address.
Make sure it matches with the DHCP reservation. If not, contact the network adminis-
trator.

How to get the IP address with the Printer Control Panel (Océ TCS300 and other ColorWave/PlotWave systems)

Step Océ TCS300 Océ ColorWave 300/600, ColorWave
550/650 R2 or PlotWave 300/350

1 Action on Océ TCS300 system From the
User Panel, select ‘Configure System’ -
‘Next’ - Network settings adapter 1’-
‘Next’.

From the User Panel, select 'System' -
'Setup/Configuration' - 'Network settings'

2 Click ‘Edit’ to start the Wizard. Click 'Next' once or twice (depending on
the system) to start the Wizard

3 Select:
• 'Use DHCP for adapter 1' -'Yes'
• 'Use DHCP for default gateway' -'Yes'
• 'Use DHCP for DNS' -'Yes'
• 'Use DHCP for Wins' -'Yes'

Click 'Apply'.

Select 'Auto via DHCP' or 'Auto Detect
(IPv4)' (depending on the system).
Click 'Next' once or twice (depending on
the system).

4 Wait until the network settings are acquired. Then finish the Wizard.

5 Restart the printer. 4

Get to know the type of TCP/IP network
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Step Océ TCS300 Océ ColorWave 300/600, ColorWave
550/650 R2 or PlotWave 300/350

6 Repeat step 1.

7 Check the IP address.
Make sure it matches with the DHCP reservation. If not, contact the network adminis-
trator.

2. Check the type of network according to the IP address:

If the IP address Then

is NOT within the
[169.254.1.0 -
169.254.254.255] range

It is a configuration by DHCP.
See: Automatic network configuration by DHCP on page 20

is WITHIN the [169.254.1.0 -
169.254.254.255] range

You probably need a configuration with a fixed IP address.
Make sure you know all the TCP/IP parameters.
See: Manual configuration with a fixed IP address on page 31

3. Cancel the Wizard without changing any network setting.

Get to know the type of TCP/IP network for an Océ ColorWave 550/6x0

Procedure

1. Get an IP address assigned by DHCP:

How to get the IP address with the Printer Control Panel (DHCP)

Step Action on Océ printing system

1 Make sure the Océ printing system is connected to the network and powered on.

2 From the Printer Control Panel (panel located on the printer), select ‘System’ - ‘Setup’
- 'Network settings' to start the Wizard.
Click 'Next' twice.

3 Select 'Speed’ - 'Auto negotiation’.
Click 'OK' to confirm.

4 Select 'Auto Detect’ (IPv4 only) in order to choose 'DHCP'.
Click 'Next'.

5 Select 'Finish' to exit the Wizard.

6 Restart the printer (even if not requested).

7 Repeat step 2 to check the IP address.

2. Check the type of network according to the IP address:

If the IP address Then

is NOT within the
[169.254.1.0 -
169.254.254.255] range

It is a configuration by DHCP.
See: Automatic network configuration by DHCP on page 20

4

Get to know the type of TCP/IP network for an Océ ColorWave 550/6x0
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If the IP address Then

is WITHIN the [169.254.1.0 -
169.254.254.255] range

You probably need a configuration with a fixed IP address.
Make sure you know all the TCP/IP parameters.
See: Manual configuration with a fixed IP address on page 31

3. Cancel the Wizard without changing any network setting.

Get to know the type of TCP/IP network for an Océ ColorWave 550/6x0
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Configure the TCP/IP settings: automatic network configuration by
DHCP

Introduction

Your network type requires a configuration of the print system by DHCP.

Refer to the next table in order to locate the procedure that apply to your printing system.

Reference

If your printer is an Then refer to this procedure

Océ ColorWave 650 R3 Configure the TCP/IP settings on an Océ ColorWave 650
R3 on page 23

Océ PlotWave 340/360 Configure TCP/IP settings on an Océ PlotWave 340/360
on page 25

Océ PlotWave 750/900 R2 Configure TCP/IP setting on an Océ PlotWave 750/900 R2
on page 27

Océ TCS300 or another Océ Plot-
Wave/Colorwave system

Configure the TCP/IP settings on Océ TCS300 / Océ Col-
orWave and PlotWave systems on page 20

Océ TDS/TCS (except TCS300) Configure the TCP/IP settings on an Océ TDS/TCS sys-
tem on page 29

Configure the TCP/IP settings (Océ TCS300 / Océ ColorWave and PlotWave
systems): automatic network configuration by DHCP

When to do

The next procedure applies to the Océ TCS300, to the Océ ColorWave 550/600/650 R2, and to the
Océ PlotWave 300/350/900 R1 systems. For the other print systems, refer to the dedicated
procedures provided in the next sections.

Before you begin

• Make sure that DHCP reservation for IP address is done.
• Get the IP address assigned by DHCP.

In this case, the IP address of the Océ system is always the same.
For a first installation, or, to know how to get an IP address, see: How to get the IP address with
the Printer Control Panel on page 17

NOTE
If no DHCP reservation is done, the IP address can change in the future. In this case, it is possible
that the Océ printing system cannot be reached anymore.

Configure the TCP/IP settings: automatic network configuration by DHCP

20 Chapter 2 - Configure the print system controller
Océ LF Systems Connectivity information for Macintosh® environment



Illustration

[1] TCP/IP settings configuration (Océ ColorWave 600 Express WebTools)

[2] TCP/IP settings configuration (Océ ColorWave 650 R2 Express WebTools)

Configure the TCP/IP settings with the help of Océ Express WebTools

Step Action

1 Type the IP address of the Océ printer in an internet browser.
Océ Express WebTools page appears. 4

Configure the TCP/IP settings (Océ TCS300 / Océ ColorWave and PlotWave systems): automatic network configuration by
DHCP
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Step Action

2 Select the 'Configuration' menu.
Open the 'Network' or 'Connectivity' tab.

3 Go to the ‘TCP/IP (IPv4)' or ‘Adapter 1’ or 'Network adapter' section.
Click 'Edit' and log in as a System Administrator in order to configure the TCP/IP (IPv4)
settings.

4 Configure the TCP/IP (IPv4) settings as follows:
• make sure that ‘IP type’, when this setting is available, is set to ‘IPv4’
• make sure that 'DHCP' is enabled
• enable 'NetBIOS over TCP/IP', when this setting is available
• make sure the 'Link speed / Duplex mode' is set to the automatic value ('Auto Ne-

gotiation'), or to the 'Full duplex' value
• define the 'Primary DNS suffix' (if DNS is used in the network).

It is compulsory if you need to configure a Scan-to-File environment.
Example: <company.department.com>

5 Click 'OK' to save the settings.
You are proposed to restart the system. Do NOT restart the system now.

6 Go to the '(System) Identification' section.

7 Define the hostname.

NOTE
Make sure the hostname is unique within the network.

8 Click 'OK' to save the settings.

9 You are proposed to restart the system.
Use the ‘Power’ button located at the front of the printer to do so.

Configure the TCP/IP settings (Océ TCS300 / Océ ColorWave and PlotWave systems): automatic network configuration by
DHCP
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Configure the TCP/IP settings (Océ ColorWave 650 R3): automatic network
configuration by DHCP

Before you begin

Make sure the Océ printing system is connected to the network and powered on.
• Make sure that DHCP reservation for IP address is done.
• Get the IP address assigned by DHCP.

In this case, the IP address of the Océ system is always the same.

NOTE
If no DHCP reservation is done, the IP address can change in the future. In this case, it is possible
that the Océ printing system cannot be reached anymore.

Configure basic TCP/IP settings from the user panel of the printer

Step Action

1 From the user panel, select ‘System’ - 'Setup' - ‘Network settings’ to start the Wizard.

2 Click 'Next' twice.

3 Select 'Speed’ - 'Auto negotiation’.
Click 'OK' to confirm.

4 Select 'Auto Detect’ (IPv4 only) in order to choose 'DHCP'.
Click 'Next'.

5 Wait until the network settings are acquired.
Select 'Finish' to exit the Wizard.

6 Restart the printer (even if not requested).

7 Repeat steps 1 and 2 to check the IP address.
Make sure the IP address matches with the DHCP reservation. If not, contact the print
system administrator.

8 Click ‘Cancel’ to close the Wizard.

Finalize the configuration of the TCP/IP settings from Océ Express WebTools

Step Action

1 From a workstation, type the IP address of the Océ printer in an internet browser.
Océ Express WebTools page appears.

2 Select the 'Configuration' menu.
Open the 'Connectivity' tab.

3 Go to the ‘Identification’ section.
Click 'Edit' and log in as a System Administrator.

4 Define the hostname.

NOTE
Make sure the hostname is unique within the network.

5 Click 'OK' to save the settings.

6 Select 'Restart later'. Then, click 'OK'. 4

Configure the TCP/IP settings (Océ ColorWave 650 R3): automatic network configuration by DHCP

Chapter 2 - Configure the print system controller 23
Océ LF Systems Connectivity information for Macintosh® environment



Step Action

7 Go to the 'Network adapter' section.
Click 'Edit' and log in as a System Administrator.

8 Configure the TCP/IP (IPv4) settings as follows:
• make sure ‘IP type’ is set to: ‘IPv4’.
• define the 'Primary DNS suffix' (if DNS is used in the network).

It is compulsory if you need to configure a Scan-to-File environment.
Example: <company.department.com>

• make sure the 'NETBIOS configuration by DHCP' is set to: 'Enabled'.
• make sure the 'Link speed and duplex mode' is set to: 'Automatic detection'.

9 Click 'OK' to save the settings.

10 Select 'Restart now'. Then, click 'OK'.

Configure the TCP/IP settings (Océ ColorWave 650 R3): automatic network configuration by DHCP
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Configure the TCP/IP settings (Océ PlotWave 340/360): automatic network
configuration by DHCP

Before you begin

Make sure the Océ printing system is connected to the network and powered on.
• Make sure that DHCP reservation for IP address is done.
• Get the IP address assigned by DHCP.

In this case, the IP address of the Océ system is always the same.

NOTE
If no DHCP reservation is done, the IP address can change in the future. In this case, it is possible
that the Océ printing system cannot be reached anymore.

Configure basic TCP/IP settings from the user panel of the printer

Step Action

1 From the user panel, select ‘Océ PlotWave 3x0’ - ‘Network settings’.

2 Click 'Edit' to start the Wizard.

3 Select:
• the IP protocol: 'IPv4'
• the IP address: 'Auto by DHCP'
• the network speed: 'Auto'

4 Wait until the network settings are acquired. Then, finish the Wizard.

5 Restart the printer.

6 Repeat step 2.

7 Check the IP address. Make sure the IP address matches with the DHCP reservation.
If not, contact the network administrator.

8 Click ‘Cancel’. Then, click ‘Close’.

Finalize the configuration of the TCP/IP settings from Océ Express WebTools

Configure the TCP/IP settings (Océ PlotWave 340/360): automatic network configuration by DHCP
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Step Action

1 From a workstation, type the IP address of the Océ printer in an internet browser.
Océ Express WebTools page appears.

2 Select the 'Configuration' menu.
Open the 'Connectivity' tab.

3 Go to the ‘Identification’ section.
Click 'Edit' and log in as a System Administrator.

4 Define the hostname.

NOTE
Make sure the hostname is unique within the network.

5 Click 'OK' to save the settings.

6 Select 'Restart later'. Then, click 'OK'.

7 Go to the 'Network adapter' section.
Click 'Edit' and log in as a System Administrator.

8 Configure the TCP/IP (IPv4) settings as follows:
• make sure ‘IP type’ is set to: ‘IPv4’.
• define the 'Primary DNS suffix' (if DNS is used in the network).

It is compulsory if you need to configure a Scan-to-File environment.
Example: <company.department.com>

• make sure the 'NETBIOS configuration by DHCP' is set to: 'Enabled'.
• make sure the 'Link speed and duplex mode' is set to: 'Automatic detection'.

9 Click 'OK' to save the settings.

10 Select 'Restart now'. Then, click 'OK'.

Configure the TCP/IP settings (Océ PlotWave 340/360): automatic network configuration by DHCP
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Configure the TCP/IP settings (Océ PlotWave 750/900): automatic network
configuration by DHCP

Before you begin

• Make sure that DHCP reservation for IP address is done.
• Get the IP address assigned by DHCP.

In this case, the IP address of the Océ system is always the same.

NOTE
If no DHCP reservation is done, the IP address can change in the future. In this case, it is possible
that the Océ printing system cannot be reached anymore.

Illustration

[3] TCP/IP settings configuration (Océ PlotWave 900 Express WebTools)

Configure the TCP/IP settings with the help of Océ Express WebTools

Step Action

1 Open the Océ Express WebTools page:
• from the Graphical User Interface: use the screen/mouse/keyboard that are connec-

ted to the Océ printer.
or

• from a workstation: type in the IP address of the Océ printer in an internet browser.

2 Select the 'Configuration' menu.
Open the 'Connectivity' tab.

3 Go to the ‘System identification’ section.
Click 'Edit' and log in as a System Administrator.

4 Define the hostname.

NOTE
Make sure the hostname is unique within the network. 4
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Step Action

5 Click 'OK' to save the settings.
You are proposed to restart the system. Do NOT restart the system now.

6 Go to the 'Network adapter' section ('TCP/IP:IPv4' section for Océ PlotWave 900 R1.x).
Click 'Edit' and log in as a System Administrator in order to configure the TCP/IP (IPv4)
settings.

7 Configure the settings as follows:
• make sure 'IP type' is set to 'IPv4'
• make sure the 'Link speed / duplex mode' is set to 'Auto Negotiation.

8 Click 'OK' to save the settings.
You are proposed to restart the system. Do NOT restart the system now

9 Go to the 'Network adapter: IPv4 settings' section ('TCP/IP:IPv4' section for Océ Plot-
Wave 900 R1.x).
Configure the settings as follows:
• define the 'Primary DNS suffix' (if DNS is used in the network).

It is compulsory if you need to configure a Scan-to-File environment.
Example: <company.department.com>

• enable 'IP address assignment by DHCP'
• enable 'NetBIOS over TCP/IP'

10 Click 'OK' to save the settings.
You are proposed to restart the system.
Select 'Restart now' and click 'OK'.

Configure the TCP/IP settings (Océ PlotWave 750/900): automatic network configuration by DHCP
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Configure the TCP/IP settings in a network configuration by DHCP (Océ TDS/
TCS systems -except TCS300)

Introduction

The procedures given below apply to the following user interfaces:
• Océ TDS/TCS Settings Editor or Océ Remote Logic
• Océ TDS700, TDS750 and Océ TC4 Power Logic Controller or Océ Power Logic Controller

Remote

Before you begin

Before you begin

• Log on as a System Administrator.
• Switch the Océ Settings Editor in SA mode.

See: Switch the Océ Settings Editor in SA Mode on page 70

Illustration

Configure the TCP/IP settings with the help of the Océ Settings Editor or the Océ Power Logic

Step Océ TDS/TCS systems Océ TDS7x0 system

1 Click the 'System' icon. Click the 'Configuration' link. 4
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Step Océ TDS/TCS systems Océ TDS7x0 system

2 Expand the following folders:
• ‘Connectivity'
• ‘TCP/IP (IPv4)’
• ‘Adapter 1’

Click ‘Edit’ on ‘TCP/IP (IPv4)’ section.

3 Configure the TCP/IP (IPv4) settings as follows:
• make sure that 'Adapter 1' is enabled
• enable 'DHCP'
• enable 'NetBIOS over TCP/IP', if it exists
• make sure the 'Link speed / Duplex mode' is set to automatic
• define the 'Primary DNS suffix' (if DNS is used in the network).

It is compulsory if you need to configure a Scan-to-File environment.
Example: <company.department.com>

4 Click 'Apply’ to save the settings. Click 'OK' to save the settings.
You are proposed to restart the system.
Do NOT restart the system now.

5 Expand ‘Océ Power Logic identification'
folder.

Click ‘Edit’ on ‘Controller identification’
section.

6 Define the hostname.

NOTE
Make sure the hostname is unique within the network.

7 Click 'Apply' to save the settings. Click 'OK' to save the settings.

8 You are proposed to restart the system. Do so (see Reboot the controller on
page 72).

NOTE
If the IP address has been changed, Océ Remote Logic or Océ Power Logic Controller Remote
must be reconfigured. For the complete procedures to configure the printer controller remote
applications, refer to Océ LF Systems Connectivity information for Windows® environment.

Configure the TCP/IP settings in a network configuration by DHCP (Océ TDS/TCS systems -except TCS300)
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Manual network configuration with a fixed IP address

Introduction

Your network type requires a manual configuration of the print system with a fixed IP address.

Refer to the next table in order to locate the procedure that apply to your printing system.

Reference

If your printer is an Then refer to the procedure

Océ ColorWave 650 R3 Configure the TCP/IP settings on an Océ ColorWave 650
R3 on page 35

Océ PlotWave 340/360 Configure the TCP/IP settings on an Océ PlotWave
340/360 on page 37

Océ PlotWave750/900 R2 Configure the TCP/IP settings on an Océ PlotWave
750/900R2 on page 39

Océ TCS300 or another Océ Color-
Wave/Plotwave system

Configure the TCP/IP settings on an Océ TCS300 / Color-
Wave and PlotWave system on page 31

Océ TDS/TCS (except TCS300) Configure the TCP/IP settings on an Océ TDS/TCS sys-
tem on page 41

Configure the TCP/IP settings (Océ TCS300 / ColorWave and PlotWave
systems): manual network configuration with a fixed IP-address

Before you begin

Make sure you know the IP address assigned to the Océ printer.

Make sure the print system is connected to the network and powered on.

Configure basic TCP/IP settings from the user panel of the printer

Step Océ TCS300 Océ ColorWave 300/600, ColorWave 550/650 R2 or Plot‐
Wave 300/350

1 From the user Panel, select
'Configure System' - 'Next' -
Network settings adapter 1'-
'Next'.

From the user panel (located on the printer), select ‘Sys-
tem’ - ‘Setup'/'Configuration' - ‘Network settings’.

2 Click 'Edit' to start the Wizard. Click 'Next' once or twice (according to your print sys-
tem) to start the Wizard.

3 Select 'Use DHCP for adapter
1', then 'No'.

Select 'Manual' or ‘Advanced setup’, then 'IPv4' (accord-
ing to your print system. 4

Manual network configuration with a fixed IP address
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Step Océ TCS300 Océ ColorWave 300/600, ColorWave 550/650 R2 or Plot‐
Wave 300/350

4 Configure the following TCP/IP (IPv4) settings:
• IP address of the printer
• Subnet mask
• Default gateway
If needed, configure
• IP address of the DNS server
• IP address of the WINS server (TCS300 only)

5 Click 'Apply'. Select 'Finish' to exit the Wizard.

6 Restart the printer.

Finalize the configuration of the TCP/IP settings from Océ Express WebTools

[4] TCP/IP settings configuration (Océ ColorWave 600 Express WebTools)

Configure the TCP/IP settings (Océ TCS300 / ColorWave and PlotWave systems): manual network configuration with a fixed
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[5] TCP/IP settings configuration (Océ ColorWave 650 Express WebTools)

Step Action

1 Type the IP address of the Océ printer in an internet browser.
Océ Express Web Tools page appears.

2 Select the 'Configuration' menu.
Open the 'Network' or 'Connectivity' tab.

3 Go to the '(System) Identification' section.
Click 'Edit' and log in as a System Administrator

4 Define the hostname.

NOTE
Make sure the hostname is unique within the network.

5 Click 'OK' to save the settings.
You are proposed to restart the system. Do NOT restart the system now.

6 Go to the ‘TCP/IP (IPv4)' or 'Adapter 1' or 'Network adapter' section.
Click 'Edit' and log in as a System Administrator in order to configure the TCP/IP set-
tings. 4
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Step Action

7 Configure the TCP/IP (IPv4) settings as follows:
• make sure that ‘IP type’, when this setting is available, is set to ‘IPv4’
• enable 'NetBIOS over TCP/IP', when this setting is available
• define the 'Primary DNS suffix' (if DNS is used in the network).

It is compulsory if you need to configure a Scan-to-File environment.
Example: <company.department.com>

• define the 'Primary WINS server' IP address, if needed, when this setting is availa-
ble

• make sure the 'Link speed / Duplex mode' is set to the automatic value ('Auto Ne-
gotiation'), or to the 'Full duplex' value

8 Click 'OK' to save the settings.

9 You are proposed to restart the system.
Select 'Restart now'. Then click 'OK'

Configure the TCP/IP settings (Océ TCS300 / ColorWave and PlotWave systems): manual network configuration with a fixed
IP-address

34 Chapter 2 - Configure the print system controller
Océ LF Systems Connectivity information for Macintosh® environment



Configure the TCP/IP settings (Océ ColorWave 650 R3): manual network
configuration with a fixed IP-address

Before you begin

Make sure the Océ printing system is connected to the network and powered on.

The next procedure only applies for an integration of the printer in a full IPv4 environment.

Configure basic TCP/IP settings from the user panel of an Océ ColorWave 650 R3 system

Step Action

1 From the user panel, select 'System' - 'Setup' - 'Network settings'

2 Click 'Next' twice to start the Wizard

4 Select:
• 'Speed', then 'Auto negotiation'
• 'Advanced setup'
• the IP protocol 'IPv4', then 'Next'

 Define the following TCP/IP (IPv4) settings:
• IP address
• Subnet mask
• Default gateway

If needed, define the IP address of the DNS server.

5 Finish the Wizard.

6 Restart the printer.

Before you begin

Make sure you know the IP address assigned to the Océ printer.

Finalize the configuration of the TCP/IP settings from Océ Express WebTools

Step Action

1 From a workstation, type the IP address of the Océ printer in an internet browser.
Océ Express WebTools page appears.

2 Select the 'Configuration' menu.
Open the 'Connectivity' tab.

3 Go to the ‘Identification’ section.
Click 'Edit' and log in as a System Administrator.

4 Define the hostname.

NOTE
Make sure the hostname is unique within the network.

5 Click 'OK' to save the settings.

6 Select 'Restart later'. Then, click 'OK'.

7 Go to the 'Network adapter' section.
Click 'Edit' and log in as a System Administrator. 4

Configure the TCP/IP settings (Océ ColorWave 650 R3): manual network configuration with a fixed IP-address
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Step Action

8 Configure the TCP/IP (IPv4) settings as follows:
• make sure ‘IP type’ is set to: ‘IPv4’.
• define the 'Primary DNS suffix' (if DNS is used in the network).

It is compulsory if you need to configure a Scan-to-File environment.
Example: <company.department.com>

• if needed, define the IP address of the WINS server.
• disable the 'NETBIOS configuration by DHCP'.
• enable 'NETBIOS naming service'.
• make sure the 'Link speed and duplex mode' is set to: 'Automatic detection'.

9 Click 'OK' to save the settings.

10 Select 'Restart now'. Then, click 'OK'.

Configure the TCP/IP settings (Océ ColorWave 650 R3): manual network configuration with a fixed IP-address
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Configure the TCP/IP settings (Océ PlotWave 340/360): manual network
configuration with a fixed IP-address

Before you begin

Make sure the Océ printing system is connected to the network and powered on.

The next procedure only applies for an integration of the printer in a full IPv4 environment.

Configure basic TCP/IP settings from the user panel of an Océ PlotWave 340/360 system

Step Action

1 From the user panel, select ‘Océ PlotWave 3x0’ - ‘Network settings’.

2 Click 'Edit' to start the Wizard.

3 Select:
• the IP protocol: 'IPv4'
• the IP address: 'Manual'

4 Configure the following TCP/IP (IPv4) settings:
• IP address of the printer
• Subnet mask
• Default gateway

If needed, define the IP address of the DNS server.

5 Select the network speed: 'Auto'.

6 Restart the printer.

Before you begin

Make sure you know the IP address assigned to the Océ printer.

Finalize the configuration of the TCP/IP settings from Océ Express WebTools

Configure the TCP/IP settings (Océ PlotWave 340/360): manual network configuration with a fixed IP-address
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Step Action

1 From a workstation, type the IP address of the Océ printer in an internet browser.
Océ Express WebTools page appears.

2 Select the 'Configuration' menu.
Open the 'Connectivity' tab.

3 Go to the ‘Identification’ section.
Click 'Edit' and log in as a System Administrator.

4 Define the hostname.

NOTE
Make sure the hostname is unique within the network.

5 Click 'OK' to save the settings.

6 Select 'Restart later'. Then, click 'OK'.

7 Go to the 'Network adapter' section.
Click 'Edit' and log in as a System Administrator.

8 Configure the TCP/IP (IPv4) settings as follows:
• make sure ‘IP type’ is set to: ‘IPv4’.
• define the 'Primary DNS suffix' (if DNS is used in the network).

It is compulsory if you need to configure a Scan-to-File environment.
Example: <company.department.com>

• if needed, define the IP address of the WINS server.
• disable the 'NETBIOS configuration by DHCP'.
• enable 'NETBIOS naming service'.
• make sure the 'Link speed and duplex mode' is set to: 'Automatic detection'.

9 Click 'OK' to save the settings.

10 Select 'Restart now'. Then, click 'OK'.

Configure the TCP/IP settings (Océ PlotWave 340/360): manual network configuration with a fixed IP-address
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Configure the TCP/IP settings with the help of Océ Express WebTools (Océ
PlotWave 750/900 R2)

Introduction

The next procedure only applies for an integration of the printer in a full IPv4 environment.

Before you begin

Make sure you know the IP address assigned to the Océ printer.

Make sure the Océ printing system is connected to the network and powered on.

Illustration

[6] TCP/IP settings configuration (Océ PlotWave 900 R2 Express WebTools)

Step Action

1 Open the Océ Express WebTools page:
• from the Graphical User Interface: use the screen/mouse/keyboard that are connec-

ted to the Océ printer.
or

• from a workstation: type in the IP address of the Océ printer in an internet browser.

2 Select the 'Configuration' menu.
Open the 'Connectivity' tab.

3 Go to the ‘System identification’ section.
Click 'Edit' and log in as a System Administrator.

4 Define the hostname.

NOTE
Make sure the hostname is unique within the network.

5 Click 'OK' to save the settings.
You are proposed to restart the system. Do NOT restart the system now. 4

Configure the TCP/IP settings with the help of Océ Express WebTools (Océ PlotWave 750/900 R2)
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Step Action

6 Go to the 'Network adapter' section.
Click 'Edit' and log in as a System Administrator in order to configure the TCP/IP (IPv4)
settings.

7 Configure the settings as follows:
• make sure 'IP type' is set to 'IPv4'
• make sure the 'Link speed / duplex mode' is set to 'Auto Negotiation.

8 Click 'OK' to save the settings.
You are proposed to restart the system. Do NOT restart the system now.

9 Go to the 'Network adapter: IPv4 settings' section.
Configure the TCP/IP (IPv4) settings as follows:
• define the 'Primary DNS suffix' (if DNS is used in the network).

It is compulsory if you need to configure a Scan-to-File environment.
Example: <company.department.com>

• make sure 'IP address assignment by DHCP' is disabled and configure 'IP address'
and 'Subnet mask'

• enable 'NetBIOS over TCP/IP'
• make sure 'Preferred DNS configuration by DHCP' is disabled and configure 'IP ad-

dress of DNS server'
• make sure 'Gateway configuration by DHCP' is disabled and configure 'IP address

of gateway'
• make sure 'WINS configuration by DHCP' is disabled and configure 'Primary and

Secondary WINS servers'

10 Click 'OK' to save the settings.
You are proposed to restart the system.
Select 'Restart now' and click 'OK'.

Configure the TCP/IP settings with the help of Océ Express WebTools (Océ PlotWave 750/900 R2)
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Configure the TCP/IP settings in a network configuration with a fixed IP-
address (Océ TDS/TCS systems -except TCS300)

Introduction

The procedures given below apply to the following user interfaces:
• Océ TDS/TCS Settings Editor or Océ Remote Logic
• Océ TDS700, TDS750 and Océ TC4 Power Logic Controller or Océ Power Logic Controller

Remote

Before you begin

• Log on as a System Administrator.
• Switch the Océ Settings Editor in SA mode.

See: Switch the Océ Settings Editor in SA Mode on page 70

Illustration

Configure the TCP/IP settings in a network configuration with a fixed IP-address (Océ TDS/TCS systems -except TCS300)
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Step Océ TDS/TCS systems Océ TDS7x0 system

1 Click the 'System' icon. Click the 'Configuration' link.

2 Expand the following folders:
• ‘Connectivity'
• ‘TCP/IP (IPv4)’
• ‘Adapter 1’

Click ‘Edit’ on ‘TCP/IP (IPv4)’ section.

3 Configure the TCP/IP (IPv4) settings as follows:
• make sure that ‘Adapter 1’ is enabled
• disable 'DHCP'
• enable 'NetBIOS over TCP/IP', if it exists
• define the TCP/IP parameters:

- IP address
- Subnet mask
- Default gateway

• define the 'Primary/Preferred DNS server' IP address, if needed
• define the 'Primary WINS server' IP address, if needed
• make sure the 'Link speed / Duplex mode' is set to automatic
• define the 'Primary DNS suffix' (if DNS is used in the network).

It is compulsory if you need to configure a Scan-to-File environment.
Example: <company.department.com>

4 Click 'Apply’ to save the settings. Click 'OK' to save the settings.
You are proposed to restart the system.
Do NOT restart the system now.

5 Expand ‘Océ Power Logic identification'
folder.

Click ‘Edit’ on ‘Controller identification’
section. 4
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Step Océ TDS/TCS systems Océ TDS7x0 system

6 Define the hostname.

NOTE
Make sure the hostname is unique within the network.

7 Click 'Apply' to save the settings. Click 'OK' to save the settings.

8 You are proposed to restart the system. Do so (see Reboot the controller on
page 72).

Configure the TCP/IP settings in a network configuration with a fixed IP-address (Océ TDS/TCS systems -except TCS300)

Chapter 2 - Configure the print system controller 43
Océ LF Systems Connectivity information for Macintosh® environment



Enable print protocols

Enable LPD/LPR protocol

Before you begin

•  You MUST be logged on as a system administrator.
• The LPD/LPR protocol is enabled by default on the Océ Wide-format printing systems. Make

sure it is enabled on your printing system.

Enable LPD protocol for Océ TDS/TCS systems (except Océ TDS7x0,
Océ TCS300)

Procedure

1. Switch the Océ Settings Editor in SA Mode on page 70.
2. Select ‘Connectivity’ - ‘LPD’ - ‘Enable LPD’.
3. Select ‘Enabled’ on the right panel (‘Enable LPD’).

4. Click ‘Apply'.
You are then proposed to reboot the controller.
Either, click ‘OK’ and go on with the other parameters setup, or, once all the setups are done,
reboot the controller (see Reboot the controller on page 72).

Enable print protocols
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Enable LPR/LPD protocol for Océ TDS7x0

Procedure

1. Open the ‘Configuration’ menu and select the ‘Network’ tab.
2. Scroll down to ‘LPD’ section and click ‘Edit’.

3. Select ‘Enabled’ (in ‘Enable LPD’).
4. Click ‘OK’.

You are proposed to restart the controller.
Either click 'OK' and go on with the other parameters setup, or, once all the setups are done,
restart the controller.

Enable LPR/LPD protocol for Océ TDS7x0
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Enable LPR/LPD protocol for Océ ColorWave/PlotWave systems (and Océ
TCS300)

Procedure

1. From a client workstation, open a web browser and access the Océ Express WebTools: 
http://<IP-ADDRESS>
or
http://<printer HOSTNAME>

2. In the ‘Configuration’ tab, select ‘Network’ (or 'Connectivity').
3. In the ‘LPD’ section, click on 'Edit'.

The 'LPR/LPD' window pops up.
4. Check the ‘LPR/LPD’ setting box to enable the LPR protocol.

5. Click ‘OK’ to validate the new value and close the window.

Enable LPR/LPD protocol for Océ ColorWave/PlotWave systems (and Océ TCS300)
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Enable FTP protocol

Before you begin

•  You MUST be logged on as a system administrator.
• The FTP protocol is enabled by default on the Océ Wide-format printing systems. Make sure it

is enabled on your printing system.

Enable FTP protocol for Océ TDS/TCS systems (except Océ TDS7x0, Océ
TCS300)

Procedure

1. Switch the Océ Settings Editor in SA Mode on page 70.
2. Select ‘Connectivity’ - 'FTP' - 'Enable FTP'.
3. Select ‘Enabled’ on the right panel (‘Enable FTP’).

4. Click 'Apply'.
You are proposed to reboot the controller.
Either, click ‘OK’ and go on with the other parameters setup, or, once all the setups are done,
reboot the controller (see Reboot the controller on page 72).

Enable FTP protocol
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Enable FTP protocol for Océ TDS7x0

Procedure

1. Open the ‘Configuration’ menu and select the ‘Network’ tab.
2. Scroll down to ‘FTP’ section and click ‘Edit’.

3. Select ‘YES’ (in ‘Enable FTP’) and click ‘OK’.
You are proposed to restart the controller.
Either, click 'OK' and go on with the other parameters setup, or, once all the setups are done,
restart the controller.

Enable FTP protocol for Océ TDS7x0
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Enable FTP protocol for Océ ColorWave/PlotWave systems (and Océ TCS300)

Procedure

1. From a client workstation, open a web browser and access the Océ Express WebTools: 
http://<IP-ADDRESS>
or
http://<printer HOSTNAME>

2. In the ‘Configuration’ tab, select ‘Network’ (or 'Connectivity').
3. In the ‘FTP’ section, click on 'Edit'.

The 'FTP' window pops up.
4. Check the ‘FTP' setting box to enable the FTP protocol.

5. Click ‘OK’ to validate the new value and close the window.
You are proposed to restart the controller.
Either, select 'Restart later' and go on with the other parameters setup; or, once all the setups are
done, restart the controller (select 'Restart now').

Enable FTP protocol for Océ ColorWave/PlotWave systems (and Océ TCS300)
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Enable FTP protocol for Océ PlotWave 340/360 and Océ ColorWave 550/6x0

Procedure

1. From a client workstation, open a web browser and access the Océ Express WebTools: 
http://<IP-ADDRESS>
or
http://<printer HOSTNAME>

2. In the ‘Configuration’ tab, select 'Connectivity'.
3. In the ‘FTP’ section, click 'Edit'.

The 'FTP' window pops up.
4. Check the ‘FTP' setting box to enable the FTP protocol.
5. Click ‘OK’ to validate the new value and close the window.

Enable FTP protocol for Océ PlotWave 340/360 and Océ ColorWave 550/6x0
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Enable SMB protocol (Océ TCS/TDS systems only)

Introduction

IMPORTANT
The following information and procedures do not address all the Océ TDS/TCS systems.
Indeed, the SMB settings configuration is not applicable to the Océ TCS500 v1.2 and higher, Océ
TCS300, Océ TDS7x0 and Océ TDS450 v3.1 and higher.
The following information and procedures do NOT apply to the Océ ColorWave and PlotWave
systems.

This section presents the list of the SMB functionalities, and the procedures to configure the SMB
settings.

SMB functionalities

Depending on the Océ print system and Océ PLC controller release, you can find the following
SMB functionality:

(2) SMB capabilities

Océ Print System Océ TDS3x0
Océ TDS400
Océ TDS600
Océ TDS8x0
Océ TCS400

Océ TDS450 v3.0.x
Océ TCS500 v1.1.1

Océ TDS7x0
Océ TDS450 v3.1 and
higher
Océ TCS500 v1.2 and
higher
Océ TCS300

Functionality

SMB browsing YES (1) YES (3) NO

SMB Point and Print YES (1) NO NO

Scan-to-File (STF) via
SMB

YES (2) YES (2) YES (4)

Limitations:
• (1) For ‘Standard / Normal’ security level only.
• (2) For ‘Standard / Normal’ security level only.

If there is no DNS server, you must enable the SMB printing protocol in order to benefit from
the STF via SMB (see procedure here after).

• (3) SMB browsing functionality is of limited interest as Point and Print is not available.
• (4) For ‘Standard / Normal’ security level only.

If there is no DNS server, you must enable NetBIOS over TCP/IP in order to benefit from the
STF via SMB.

NOTE
You MUST be logged on as a system administrator.

Enable SMB printing protocol

Procedure

1. Switch the Océ Settings Editor in SA Mode on page 70.
2. Select ‘Connectivity’ - 'SMB' - 'Enable SMB'
3. Select ‘Enabled’ on the right panel (‘Enable SMB’).

Enable SMB protocol (Océ TCS/TDS systems only)
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4. Then, go to the 'Workgroup name' setting.
5. Type in the new workgroup name in the input field.

NOTE
This field is mandatory once the SMB printing protocol is enabled. You must fill it in, otherwise
the controller will continuously restart.

6. Click ‘Apply’.
You are proposed to restart the controller.
Either click ‘OK’ and go on with the other parameters setup, or, once all the setups are done,
restart the controller (see Reboot the controller on page 72).

Enable SMB printing protocol
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Set up the SMB workgroup name

Procedure

1. Switch the Océ Settings Editor in SA Mode on page 70.
2. Select ‘Connectivity’ - 'SMB' - 'Workgroup name'
3. Type in the new workgroup name in the input field.

NOTE
This field is mandatory once the SMB printing protocol is enabled. You must fill it in, otherwise
the controller will continuously reboot.

4. Click ‘Apply’.
You are proposed to reboot the controller.
Either click ‘OK’ and go on with the other parameters setup, or, once all setups are done, reboot
the controller (see Reboot the controller on page 72).

Set up the SMB workgroup name
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Configure Océ PlotWave 340/350/360/750/900 for
mobile printing

Océ Mobile WebTools

Introduction

The mobile printing or scanning is the ability to perform the following actions:
• Submit a print-ready file to the Océ PlotWave 340/350/360/750/900 from a mobile device (smart

phone or tablet)
• Save a scanned file from the Océ PlotWave 340/350/360/750/900 onto a mobile device
• Delete a scanned file on the Océ PlotWave 340/350/360/750/900

This solution is based on a web interface page specially designed for mobile devices: Océ Mobile
WebTools.

Illustration

Printer compatibility

The Mobile printing features are compatible with the following Océ printing systems:
• Océ PlotWave 340
• Océ PlotWave 350
• Océ PlotWave 360
• Océ PlotWave 750
• Océ PlotWave 900

Web browsers compatibility

The Océ Mobile WebTools can be accessed through the browsers of the supported mobile
devices.

Configure Océ PlotWave 340/350/360/750/900 for mobile printing
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Mobile device Browser

Samsung Galaxy smartphones Build-in, Opera Mobile

Samsung Galaxy tablets

HTC Android smartphones

Blackberry smartphones

Nokia Symbian smartphones

Apple iPhone smartphones iCab

Apple iPad tablets

NOTE
Océ Express WebTools (the full web interface of the Océ PlotWave system) is only supported for
Microsoft Internet Explorer 7 and higher and Mozilla Firefox 7 and higher. Consequently, Océ
Express WebTools is not supported for mobile browsers.

Connection requirements

The functionality relies on the availability of the following components.

In order to be able to connect to the printer:
• A Wi-Fi infrastructure connected to the network on which the printer controller stands
• Permission/credentials/password from the IT department to connect to the Wi-Fi infrastructure
• A compatible mobile device on which you can access and browse the file system.

A file explorer is needed to print a file stored on a memory card.

NOTE
Make sure that the IP address and the hostname of the printer controller are accessible through
the Wi-Fi infrastructure.

In order to be able to use the functionality:
• A compatible mobile operating system
• A compatible mobile web browser
• A mobile application to scan QR code (optional)

Get the latest information related to the infrastructure and the mobile device compatibility

Go to the Océ Knowledge Base to get a list of compatible mobile systems:
• From the Océ website:

"http://global.oce.com/products/plotwave350/support.aspx"
• In the solution 18162 in the Océ Knowledge Base:

"http://okb.oceusa.com/service/main.jsp?solutionId=18162"

How to use the functionality

• The System administrator configures the network and Wi-Fi infrastructure
• The System administrator enters the configuration information in the printer controller

interface (Océ Express WebTools, see Configure the Océ Express WebTools for a mobile
connection on page 57) in order to generate and print the [Quick Response Card] (connection
sheet - see: Generate the 'Quick Response Card' on page 59 ). This [Quick Response Card]
contains the information to connect to the Océ Mobile WebTools and the QR code.

• The user activates the Wi-Fi on the mobile device and connects to the network. Then the user
opens the Océ Mobile WebTools on the mobile device's web browser (see Connect your
mobile device to the Océ Mobile WebTools on page 60).

• From Océ Mobile WebTools, the user can then:

Océ Mobile WebTools
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- print a file from the mobile device to the Océ PlotWave printer,
- save a scanned document onto the mobile device.

NOTE
Refer to the Océ PlotWave 340/350/360/750/900 Operating guide for the detailed procedures.

Océ Mobile WebTools
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Configure the Océ Express WebTools for a mobile connection

Purpose

Define the connectivity information that the users will need in order to connect to the Océ Mobile
WebTools. This information is also used to create the content of the [Quick Response Card]
(connection sheet).

NOTE
The availability of the settings used to connect to the Océ Mobile WebTools depends on your
printer model.

When to do

Before you generate the [Quick Response Card].

Before you begin

• Configure your Wi-Fi network
• Connect the printer to the network

NOTE
Make sure that the IP address and the hostname of the printer controller are accessible through
the Wi-Fi infrastructure.

NOTE
Only a user with the System administrator or Power user rights can configure the information
for a mobile connection.

Illustration

Define the settings for a connection to the Océ Mobile WebTools

Procedure

1. In the Océ Express WebTools, open the [Configuration] - [Connectivity] tab
2. Go to the [Mobile] section
3. Click [Edit]
4. Log on as a System administrator or a Power user

NOTE
Enter information according to your IT policy. Contact your System administrator.

Setting Action

[Mobile printing password] Optional.
Set the password that is needed in order to connect to
the Océ Mobile WebTools. Confirm it. 4

Configure the Océ Express WebTools for a mobile connection
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Setting Action

[Show mobile password on connec-
tion sheet]

Tick the checkbox to display the password on the [Quick
Response Card] (connection sheet).

[Wifi name on connection sheet] (al-
so known as SSID)

Enter the name of your Wi-Fi network.

NOTE
The value defined for this setting will be dis-
played on the [Quick Response Card] (connec-
tion sheet).

[Wifi key on connection sheet] (also
known as security key)

Enter, when needed, the password for your Wi-Fi net-
work.

NOTE
The value defined for this setting will be dis-
played on the [Quick Response Card] (connec-
tion sheet).

5. Click [Ok] to confirm.

NOTE
When the printer is in a Windows domain network, enter the domain name in Océ Express
Webtools:
- Open the [Configuration] - [Connectivity] tab
- In [TCP/IP: IPv4] section, enter the domain name in the field [Primary DNS suffix]

Result

The information you entered in the [Mobile] section will be printed on the [Quick Response Card].

Configure the Océ Express WebTools for a mobile connection
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Generate the [Quick Response Card]

Purpose

The [Quick Response Card] (connection sheet) contains all the information that your users need
to connect to the printer from a mobile device. You can print it on individual cards or on a poster
that you can display next to the printer.

Before you begin

The System admininstrator or Power user enters the connectivity information for a mobile
connection (see Configure the Océ Express WebTools for a mobile connection on page 57).

Illustration

Create the 'Quick Response Card' (connection sheet)

Procedure

1. Open the 'Support' - 'About' tab
2. From the 'Downloads' section, click 'Quick Response Card'

The 'Quick Response Card' is automatically generated and opened in a web browser window. It
contains:
- a Quick Response (QR) code,
- the URL of the Océ Mobile WebTools on printer,
- the basic connection instructions,
- the optional Wi-Fi settings and passwords.

Result

You can print it on any printer.

Generate the [Quick Response Card]
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Connect your mobile device to the Océ Mobile WebTools

Purpose

From the Océ Mobile WebTools you can:
• Print a document that is available on your mobile device
• Save a scanned document to your mobile device

You can connect to the Océ Mobile WebTools by scanning the QR code (then you need the
application to scan QR codes on your mobile device) or by entering the printer's URL for mobile
in the mobile web browser.

Before you begin

• Make sure you comply with the connection requirements (see: Connection requirements on
page 55)

• Make sure the system is configured (see: Configure the Océ Express WebTools for a mobile
connection on page 57)

• Make sure the [Quick Response Card] of the printer is available to you (see: Generate the
'Quick Response Card' on page 59).

• Activate the Wifi connection from your mobile. Enter the Wi-Fi settings/credentials when
needed.

Required tools

A compatible mobile device

A compatible mobile web browser

NOTE
Find the latest compatibility information in the Océ Knowledge Base: "http://okb.oceusa.com/
service/main.jsp?solutionId=18162 "

Connect to the Océ Mobile WebTools using the QR code

Procedure

1. From your mobile device, open the application that scans the QR codes.
2. Scan the QR code displayed on the 'Quick Response Card'.

It opens the Océ Mobile WebTools in the web browser.
3. When requested, enter the password to connect to the Océ Mobile WebTools.

This password is displayed on the 'Quick Response Card'. In case it is not available, contact the
System administrator.

NOTE
Contact your System administrator in case the connection fails.

Connect your mobile device to the Océ Mobile WebTools
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Connect to the Océ Mobile WebTools using the printer's URL

Procedure

1. From your mobile device, open a web browser.
2. Type in the URL of the Océ Mobile WebTools that is displayed on the [Quick Response Card]

Example: 'http://[hostname(.domain)]/MobileWebTools
3. When requested, enter the password to connect to the Océ Mobile WebTools. 

This password is displayed on the [Quick Response Card]. In case it is not available, contact the
System administrator.

NOTE
Contact your System administrator in case the connection fails.
Refer to the Océ Knowledge Base to get latest troubleshooting information: "http://
okb.oceusa.com/service/main.jsp?solutionId=18161".

Result

The Océ Mobile WebTools opens in the web browser of the mobile device.

You can now print a file from your mobile device or save a scanned file to it.

Connect to the Océ Mobile WebTools using the printer's URL
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Connect to the Océ Mobile WebTools using the printer's URL
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Chapter 3 
Print on the workstation



Print using an Adobe PostScript 3 driver

Install Adobe PostScript 3 driver 
Refer to the Océ PS3 Installation Guide.

You can retrieve this manual from the corporate website: "http://global.oce.com/products/wfps-
drivers/downloads.aspx#Manuals"

Print using an Adobe PostScript 3 driver
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Print a test page

Procedure

1. Open the 'Print & Fax' (Mac OS X 10.6) or 'Print & Scan' (Mac OS X 10.7 and 10.8), and select the
new printer in the left frame.

2. Click 'Open Print Queue'.
The printer queue opens. The Desktop top menus change accordingly.

3. From the Desktop top bar, open the 'Printer' menu and click 'Print Test Page'.

[7] Print a test page

Now, check the print-out from the printer.

Print a test page
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Print via FTP

Introduction

You can use FTP to transfer job prints from Mac OS X.

Print via FTP on Mac OS X

Procedure

1. From the 'Finder', select ‘Applications' - 'Utilities' - 'Terminal’ to access the UNIX terminal
window.

2. Enter the ftp command. 
You get the ftp> prompt.

3. Enter the open command followed by either:
• the registered name of the remote host (open hostname).
• the IP address (e.g. 134.188.21.165).

4. Press ‘Enter’ to connect to the remote FTP server. 
The connection with the FTP server is now established and a prompt appears asking for a user
name.

NOTE
Instead of performing steps 2 and 3 you can also enter ftp hostname in the FTP client.

5. Enter a user name (e.g. anonymous), and press ‘Enter’ when prompted for the password.
A connection is now set up for the user anonymous.

6. For Océ TDS/TCS systems, enter binary to set the transmission mode to binary.
7. Enter the command cd jobs to open the jobs directory.
8. Go to the local directory in which the data you want to print are stored (for example a MISC

folder) by using the following command:
lcd [here you drag and drop the icon of your MISC folder]

9. Send the data file (for example: test.pdf) via either:
• the put command and the file name (e.g. put test.pdf).
• the put command and you drag and drop the icon of your 'test.pdf' file (e.g. put [icon of
your 'test.pdf' file]).

The data is now sent to the input spool directory of the controller, processed and printed.
10. Exit FTP by entering the bye command.

Print via FTP
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Print via FTP
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Print via FTP
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Chapter 4 
Appendix A - Océ TDS/TCS
systems: basic procedures



Switch the Océ Settings Editor in SA Mode

Introduction

This section describes how to switch the ‘Océ Settings Editor’ application in System
Administrator mode.

Procedure

1. Once the controller is started, select the ‘Océ Settings Editor’ window.
2. From the ‘File’ menu, select ‘Log on’:

3. Select ‘System Administrator’:

4. Enter the System Administrator Password and click ‘OK’.

5. Back to the ‘Océ Settings Editor’ window, you must work in ‘SA’ mode to modify the Connectivity
parameters.
To perform this operation, select ‘View’ on the Menu bar and click ‘SA settings’.

Switch the Océ Settings Editor in SA Mode
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6. Click ‘System’ (left hand side of the window).
You are now able to modify the ‘Connectivity ’ parameters by selecting the ‘Connectivity’ folder in
the tree.

Switch the Océ Settings Editor in SA Mode
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Reboot the controller

Introduction

You modify ‘Connectivity’ parameters. Each time you click ‘Apply’ in the ‘Océ Settings Editor’, a
warning message appears. It informs you that you must reboot the controller to activate the
changes.

Click ‘OK’ and continue to modify the settings, or reboot the controller once all setup is done.

Reboot the controller

Procedure

1. Switch to the ‘Océ System Control Panel’.
2. Select ‘System’ within the ‘Menu’ bar.
3. Click 'Restart' (or ‘Shutdown’ if you do not need to restart immediately).

4. A confirmation window is displayed. 
Click ‘Yes’ to reboot the Controller.

Reboot the controller
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Online support for your product

Introduction

Océ offers comprehensive support for your product on the website:

http://global.oce.com/

Here you can find the latest information that can help you to take full benefit of your product.
Furthermore you can also find answers to your questions.

Please visit the website regularly for updates on the following topics:
• Downloads
• Support
• Supplies

Downloads

User manuals, printer drivers and other resources can change without prior notice. To stay up-to-
date, you are advised to download the latest resources from:

http://global.oce.com/support

Before you use your product, you must always download the latest safety information for your
product. Before you use your product, make sure that you read and understand all safety
information in the manual entitled "Safety Instructions" .

Support

A Knowledge Base (OKB) with answers to your questions or problems is continuously being
updated. To find an answer to your question or problem, please visit:

http://global.oce.com/support and select your product.

In the Support section, use the search field to enter your question. You will get a list of possible
answers.

Supplies

A media guide with the latest information is available on the website:

http://global.oce.com/supplies/

Here you can find the media that your product supports, for example. You can also find more
information about supplies for your product like toner. Furthermore, you can directly order new
supplies through the website.

Addresses local Océ organisations

For the addresses of local Océ organisations visit:

http://global.oce.com/contact/countries

Comments

Send your comments by e-mail to:

itc-userdoc@oce.com

Online support for your product
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Reader's comment sheet 

Questions

Have you found this manual to be accurate?

O Yes

O No

Were you able to operate the product, after reading this manual?

O Yes

O No

Does this manual provide sufficient background information?

O Yes

O No

Is the format of this manual convenient in size, readability and arrangement (page layout, chapter
order, etc.)?

O Yes

O No

Could you find the information you were looking for?

O Always

O Most of the times

O Sometimes

O Not at all

What did you use to find the required information?

O Table of contents

O Index

Are you satisfied with this manual?

O Yes

O No

Thank you for evaluating this manual.

If you have other comments or concerns, please explain or suggest improvements overleaf or on
a separate sheet.

Comments:

------------------------------------------------------------------------------------------------------------------------------------------
------------------------------------------------------------------------------------------------------------------------------------------
------------------------------------------------------------------------------------------------------------------------------------------
------------------------------------------------------------------------------------------------------------------------------------------

Date:

This reader's comment sheet is completed by:

(If you prefer to remain anonymous, please do fill in your occupation)

Reader's comment sheet
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Name:

Occupation:

Company:

Phone:

Address:

City:

Country:

Please return this sheet to:

Océ-Technologies B.V.

For the attention of ITC User Documentation.

P.O. Box 101,

5900 MA Venlo

The Netherlands

Send your comments by E-mail to: itc-userdoc@oce.com

For the addresses of local Océ organisations see: http://www.oce.com

Reader's comment sheet
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